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MATCHLINE

DNR BENCHMARK
4 P.K. NAILS & TIDE BOARD
@ +4.0' ABOVE 0.0' MLW
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STA: 18+25

STA: 8+88
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STA: 27+85

STA: 32+46

PR. DREDGING TO -5.0' MLW
75' WIDE, STA 0+00 TO STA 32+46

STA: 5+99
3007

PROPOSED DREDGING TO -5.0' MLW
75' WIDE, STA 0+00 TO STA 32+46

STAKEOUT
COORDINATE TABLE

MAIN CHANNEL
STATION WIDTH (FT) DEPTH (MLW)

0+00 TO 31+00 75 -5.0'

31+00 TO 32+46 VARIES -5.0'

32+46 TO 53+31
(ADD ALT. BID ITEM) 50 -5.0'

ESTIMATED NEAT VOLUME BASE BID 2,500 CY

ADD ALTERNATE BID ITEM VOLUME 1,800 CY

TOTAL ESTIMATED VOLUME 4,300 CY

* THE VOLUMES SHOWN ARE THE ESTIMATED MINIMUM DREDGE QUANTITIES TO PROPOSED ELEVATIONS.  THIS ESTIMATE IS
BASED ON A NEAT TEMPLATE AND DOES NOT INCLUDE ANY OVER DREDGE QUANTITIES THAT MAY BE NECESSARY TO
ACHIEVE THE MINIMUM DESIGN SECTION. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY THE
CHARACTER, QUALITY AND QUANTITY OF MATERIAL THAT IS TO BE DREDGED. THE ESTIMATED QUANTITY SHOULD IN NO WAY
BE USED FOR BIDDING OR PAYMENT CALCULATIONS. (SEE SPECS)

TYPICAL CHANNEL DREDGING SECTIONTYPICAL CHANNEL DREDGING SECTION
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MATCHLINE

PROPOSED DREDGING TO -5.0' MLW
50' WIDE, STA 32+46 TO STA 53+31
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PROPOSED DREDGING TO -5.0' MLW
50' WIDE, STA 32+46 TO STA 53+31

PROPOSED DREDGING TO -5.0' MLW
75' WIDE, STA 0+00 TO STA 32+46
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ADD ALTERNATE BID ITEM

ADD ALTERNATE BID ITEM
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DMP SITE NOTES & DETAILS

1 inch =       feet

GRAPHIC SCALE
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GUNPOWDER RIVER & TAYLOR
CREEK MAINTENANCE DREDGING

SEDIMENT & EROSION
CONTROL NOTES



NOTE:
THIS SHEET IS A REPRODUCED COPY OF THE ORIGINAL DESIGN SHEET
FOR THE MARINER POINT PARK PHASE C  DMP SITE APPROVED BY
HARFORD SOIL CONSERVATION DISTRICT ON 04-11-89. THIS SHEET SHALL
ASSIST THE CONTRACTOR IN DETERMINING ANY NESSECARY REPAIRS TO
THE EXISTING WEIR OUTFALL STRUCTURE.

GUNPOWDER RIVER & TAYLOR CREEK
MAINTENANCE DREDGING

ORIGINAL DMP SITE DESIGN PLAN


